
    

 

Candle Makers 

Scan with your  

phone to learn more.  

 

 

Candle Maker Pot 
 Place the candle holder on the scale  
 Press Tare button to remove the weight of your holder 
 Fill your candle holder to the desired level with water 
 Weigh the candle holder with water on the scale 
 Multiple the new weight by .87 to find out the weight of wax you will need to add to the pot 
 If doing multiple candles multiple this number by the amount of candles 
 Place the metal pitcher on the scale and Tare 
 Fill the pitcher until the weight matches the amount calculated for the wax weight 
 Turn on the pot and heat to 190 degrees (Do Not go past 250 degrees) 
 Pour the wax from the pitcher into the pot 
 Place wicks in candle holders (use clips to hold wicks upright) 
 Put any wax pigments or scented oils into the pitcher (Do Not place pigments or scents directly in pot) 
 When wax is liquid place the pitcher under the spout and turn the spout to the on position 
 Use the spatula to mix the wax with pigment and scent  
 Pour wax into candle holders  
 Let stand for 3 hours 

 
Candle Maker Wick  
 

 Place the candle holder on the scale  
 Press Tare button to remove the weight of your holder 
 Fill your candle holder to the desired level with water 
 Weigh the candle holder with water on the scale 
 Multiple the new weight by .87 to find out the weight of wax you will need to add to the pot 
 Place the metal pitcher on the scale and Tare 
 Fill the pitcher until the weight matches the amount calculated for the wax weight 
 Turn on the wicks machine to Medium-High heat  
 Pour the wax from the pitcher into the top of the wicks machine 
 Put any wax pigments or scented oils into the top of the wicks 
 Use the spatula to mix the wax with pigment and scent  
 Place candle wicks in candle holders (use clips to hold wicks upright) 
 When wax is liquid place the candle holder under the spout and turn the spout to the on position 
 Let stand for 3 hours 

 
Cleanup  

 After use run hot water through the candle maker to clear out any leftover wax deposits 

 Rinse and clean pitcher with hot water and paper towel to remove leftover wax, pigment, and scents 
 
Wait time before lighting candle: 24-48 hours for paraffin-baseds & 1-week for soy-based. 

 


